FOR LIGHT DUTY, TAMPERPROOF APPLICATIONS

CARBON STEEL OR STAINLESS STEEL DRIVE PINS AVAILABLE

CORROSION RESISTANT ZAMAC ALLOY ANCHOR BODY

HEAD STYLES
- Mushroom Head
- Countersunk Head
- Zamac Hammer-Screw

TYPICAL APPLICATIONS
- Roof flashing
- Mechanical attachments
- Brick ties and masonry anchorage
- Furring strips
- Electrical fixtures
- Maintenance
- General purpose anchoring
- Not recommended for overhead, life-safety or sustained tensile loading applications

APPROVALS
- Federal GSA Specification

BASE MATERIALS
- Normal Weight Concrete
- Grouted Masonry
- Brick
- Stone

DRIVE PIN ANCHOR
Zamac Nailin®
### RELATED PRODUCTS

- **MUSHROOM HEAD ZAMAC NAILIN**
  - **CARBON STEEL NAIL**
    - **CAT #** | **SIZE** | **DRILL DIA** | **CTN** | **MSTR**
    - 02802 | 3/16” x 7/8” | 3/16” | 500 | 1000
    - 02806 | 1/4” x 3/4” | 1/4” | 500 | 500
    - 02808 | 1/4” x 1” | 1/4” | 500 | 500
    - 02814 | 1/4” x 1-1/4” | 1/4” | 500 | 500
    - 02820 | 1/4” x 1-1/2” | 1/4” | 500 | 500
    - 02826 | 1/4” x 2” | 1/4” | 500 | 500
    - 02804 | 1/4” x 3” | 1/4” | 500 | 250
  - **STAINLESS STEEL NAIL**
    - **CAT #** | **SIZE** | **DRILL DIA** | **CTN** | **MSTR**
    - 02858 | 1/4” x 1” | 1/4” | 100 | 500
    - 02864 | 1/4” x 1-1/4” | 1/4” | 100 | 500
    - 02870 | 1/4” x 1-1/2” | 1/4” | 100 | 500
    - 02876 | 1/4” x 2” | 1/4” | 100 | 50

- **MUSHROOM HEAD ZAMAC NAILIN**
  - **HAMMER-SCREW #2 PHILLIPS TYPE SCREW CARBON STEEL**
    - **CAT #** | **SIZE** | **DRILL DIA** | **CTN** | **MSTR**
    - 02839 | 1/4" x 3/4" | 1/4" | 100 | 500
    - 02840 | 1/4" x 1" | 1/4" | 100 | 500
    - 02842 | 1/4" x 1-1/4" | 1/4" | 100 | 500
    - 02844 | 1/4" x 1-1/2" | 1/4" | 100 | 500
    - 02846 | 1/4" x 2" | 1/4" | 100 | 500
    - 02848 | 1/4" x 2-1/4" | 1/4" | 100 | 500
    - 02850 | 1/4" x 3" | 1/4" | 100 | 500
  - **MASTER PACK**
    - **CAT #** | **SIZE** | **DRILL DIA** | **CTN** | **MSTR**
    - 02839 | 1/4" x 3/4" | 1/4" | 1000 | 500
    - 02939 | 1/4" x 3/4" | 1/4" | 1000 | 1000
    - 02940 | 1/4" x 1" | 1/4" | 1000 | 1000
    - 02942 | 1/4" x 1-1/4" | 1/4" | 1000 | 1000
    - 02944 | 1/4" x 1-1/2" | 1/4" | 1000 | 1000
    - 02946 | 1/4" x 2" | 1/4" | 1000 | 1000
    - 02948 | 1/4" x 2-1/4" | 1/4" | 1000 | 1000
    - 02949 | 1/4" x 3" | 1/4" | 1000 | 1000

- **FLAT HEAD ZAMAC NAILIN**
  - **CARBON STEEL NAIL**
    - **CAT #** | **SIZE** | **DRILL DIA** | **CTN** | **MSTR**
    - 02836 | 1/4” x 1-1/2” | 1/4” | 100 | 500
    - 02838 | 1/4” x 2” | 1/4” | 100 | 500

*For 20V MAX* Maximum initial battery voltage (measured without a workload) is 20 volts. Nominal voltage is 18.

**Copyright ©2019 DeWALT. The following are trademarks for one or more DeWALT power tools, accessories, anchors and concrete adhesives: The yellow and black color scheme; the “D”-shaped air intake grill; the array of pyramids on the handgrip; the kit box configuration; and the array of lozenge-shaped humps on the surface of the tool.**

ICDWZAMLNSS

**1-800-4-DeWALT**

www.Dewalt.com