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STEEL SHAFT
Designed for high durability

CHUCK COMPATIBILITY
Metal 1/2" chuck compatible with 
unibits, step bits, and hole saws

28" LENGTH
Allows for deck drilling while 
in upright position

DRILL COMPATIBILITY
Compatible with 1/2" keyless 
chucks or 7/16" quick change 
drill adapters

ANCHORS & FASTENERS

DRILLING EXTENSION FOR INSTALLING BANG-IT®+ AND 
DDI™+ CAST-IN PLACE INSERTS INTO METAL DECKING

PFM3611000
DECK DRILLER EXTENSION



ANCHORS & FASTENERS

REPLACEABLE MAGNETIZED TIP
Holds anchor head during installation

LOCKING PIN
Locks installation tool components in 
place during transporation

HEAVY DUTY STEEL 
DESIGN

NO-ROLL GUARD
Protects lock pin and helps 
prevent installation tool from 
rolling when laid on formwork

42" LENGTH
Allows for Wood-Knocker® 
II+ installation while in 
upright position

PFM3612001 PFM3612002

AVAILABLE SERVICE PARTS

INSTALLATION TOOL FOR USE WITH ALL 
DEWALT THREAD-IN AND PUSH-IN 
WOOD-KNOCKER® II+ INSERTS

WOOD-KNOCKER® II+ 
INSTALLATION TOOL MAGNETIC TIP & DETENT 

PIN FOR WOOD-KNOCKER® 
II+ INSTALLATION TOOL

DETENT PIN FOR 
WOOD-KNOCKER® II+ 
INSTALLATION TOOL
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